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Modular system 200
Yard drains

Accessories

Upper section

in polymerin Ecoguss Heavy Duty

Version contains: Upper section with support rim 250 × 250 mm, 

height adjustable

Cover: Round slotted cover Ø 235 mm in Ecoguss Heavy Duty, 

class B 125, Lock & Lift System,                                                                

height adjustable from 40 – 150 mm

Art. no. 67 985

Version contains: Upper section with support rim 250 × 250 mm, 

height adjustable

Cover: Round slotted cover Ø 218 mm, class A 15 / L 15

Art. no. 67 986

Extension section

Material: Polymer

Installation height: 240 mm

without lateral inlet Art. no. 67 500

Extension section

Material: Polymer

Installation height: 240 mm

with lateral inlet Art. no. 67 600

Drain body in polymer
without odour trap

Drainage capacity: 4.5 l/sec flow rate

Ø 110 Art. no. 67 000

Lateral outlet 2.5°

Drainage capacity: 4.5 l/sec flow rate

Ø 110 Art. no. 67 040

Vertical outlet          
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Locking and 
removal key

For Ecoguss drain 

covers with 

Lock & Lift System

Art. no. 67 007

823

Lifting mechanism

For removing odour trap in 

case of deeper installation. 

Compatibility: Art. no. 27 171,  

67 960, 67 970

Art. no. 850 144

Bell-shaped 
odour trap insert

Material: PP, removable

sealing water height: 

H 70 mm  Art. no. 27 170
H 100 mm  Art. no. 27 171

Multistop 200

Odour, foam, rodent 

and insect stop, for 

Art. no. 67 985, 

67 923B, 67922B

Art. no. 48 520
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Sludge basket

Material: PE-HD

Art. no. 67 300
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Extension section

Material: Polymer

Installation height: 150 mm

without lateral inlet Art. no. 67 400

Lip seal

Art. no. 27 140

Non-slip mounting

Art. no. 27 141
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